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1 Introduction and disclaimer

MVTec MERLIC on Edge is an Industrial Edge application developed by MVTec Software GmbH. It provides the 
MERLIC Runtime Environment (MERLIC RTE) for the usage on Industrial Edge Devices and thus enables 
running custom MERLIC applications on an Industrial Edge Device.

In addition to the MVTec MERLIC on Edge application on the Industrial Edge Device, a client PC with a 
MERLIC installation is required for the setup of the MERLIC application.

This document describes the necessary configuration including the requirements for using MVTec MERLIC on 
Edge on an Industrial Edge Device. It is assumed that the reader has a basic understanding of installing and 
working with Industrial Edge Devices via the Siemens Industrial Edge Management. It is also assumed that the 
reader is familiar with MERLIC.

For comprehensive information on MERLIC, see the MERLIC documentation.
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2 Available licensing packages and add-ons

MERLIC is available in two licensing packages: "MERLIC" and "MERLIC Professional".

The "MERLIC Professional" package allows you to use all features of MERLIC.

If you have no need for MERLIC tools with deep learning functionality or custom tools, the "MERLIC" package is 
sufficient. If your requirements change, you can extend the "MERLIC" package with the following licensing add-
ons:

 l  "MERLIC Deep Learning Add-On": enables the use of all MERLIC tools with deep learning functionality.

 l  "MERLIC Custom Tools Add-On": enables the integration of custom tools.

For more information on the packages, see the MVTec website.
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3 Concept and components

MVTec MERLIC on Edge is designed to run vision applications created in MVTec MERLIC within the ecosystem 
of Siemens Industrial Edge (IE). The app can be installed on Siemens Industrial Edge Devices and existing 
MERLIC applications can then be integrated and executed on the Industrial Edge Device.

Setup application for RTE

FIELD / CONTROL

MERLIC Frontend

Create MVApp

Connect to PLC and run application Setup application on Edge Device

Deep Learning Tool

MERLIC Creator

PLC

(optionally)

IE Management

MERLIC RTE Setup

DEPLOYMENT

Runtime environment

Development environment

APPLICATION SETUP

Figure 3.1 Architecture of MERLIC on Siemens Industrial Edge (IE)

The combination of MERLIC and Siemens Industrial Edge (IE) can be differentiated in the following phases: 
development of the MERLIC application, deployment of the application to the Industrial Edge Device, and the 
execution within the runtime environment of the Industrial Edge Device.

3.1 Concept
The basic concept of using MVTec MERLIC on Edge consists of using a client PC for the implementation of 
MVApps, including the respective recipes, and the remote configuration on the Industrial Edge Device via the 
Siemens Industrial Edge Management. The app MVTec MERLIC on Edge installed on the Industrial Edge 
Device provides the MERLIC RTE component for the communication with the programmable logic controller 
(PLC) that is typically connected to the Industrial Edge Device. Existing MVApps and recipe files can be 
transferred to the Industrial Edge Device and configured remotely for the execution. For the communication with 
the PLC and to control the execution, any communication plugin of MERLIC can be used.

The following figure illustrates the required components for using MERLIC applications on an Industrial Edge 
Device.
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Figure 3.2 Required components for using MVTec MERLIC on Edge on an Industrial Edge Device

On the client PC, basically three MERLIC components are required: MERLIC Creator, MERLIC Runtime 
Environment Setup (MERLIC RTE Setup), and MERLIC Frontend.

MERLIC Creator is used for the development of the MERLIC Vision Apps (MVApps) and recipes.

The MERLIC RTE Setup and MERLIC Frontend are used to connect the client PC to the Industrial Edge Device to 
configure the image acquisition on the Industrial Edge Device and to monitor the currently running MVApp, 
respectively.

The client PC is also used to access the Siemens Industrial Edge Management via a web browser for the 
configuration and setup of the Industrial Edge Device.

On the Industrial Edge Device, the MVTec MERLIC on Edge app is required. It is available in the Industrial Edge 
Marketplace of Siemens and must be installed on the desired Industrial Edge Device. The app provides MERLIC 
RTE and an integrated file browser for the transfer and configuration of the MVApps and recipe files.
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3.2 Components of MVTec MERLIC on Edge
MVTec MERLIC on Edge comes with the following components:

MERLIC Runtime Environment (MERLIC RTE)

MERLIC RTE represents the process integration mode of MERLIC.

Integrated file browser

The file browser enables the setup and configuration of various files for MERLIC applications intended for the use 
on the Industrial Edge Device. For more information which files are provided via the file browser, see the next 
section.

3.2.1 Installed file structure
After installing MVTec MERLIC on Edge on an Industrial Edge Device, the following directories and files are 
provided:

Communicator

This directory contains the configuration file for the REST plugin. It also represents the default location for further 
plugin configurations.

Configurations

This directory contains the configuration files for the Image Source Manager (ISM) including the "default" image 
source configuration.

Images

This directory contains the example images used in the provided example MVApp.

Logs

This directory contains the MERLIC RTE log files.

MERLIC_custom_tools

This directory represents the location for custom MERLIC tools.

merlic_rte.ini

This file represents the default configuration file for MERLIC RTE. It can be used to configure MERLIC RTE 
settings and is crucial for the import of recipe files.

read_barcode.mvapp

This file represents the example MVApp provided by the app.

read_barcode_recipe*.mrcp

These files represent the example MERLIC recipes provided by the app.
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3.3 Requirements

RAM

For the installation of MVTec MERLIC on Edge, at least 5 GB RAM must be available on the Industrial Edge 
Device.

Ports

The ports from the hardware demand sheet of the Industrial Edge Device must be available.

For more information on the used ports, see the section Port settings in chapter Tips and tricks.

Ethernet connections

The Industrial Edge Device needs at least two configured Ethernet interfaces: 

 l one Layer 2 network to connect the camera, and

 l one or multiple networks for the communication with the client PC and the PLC

Make sure to configure the Layer 2 network accordingly. For more information on how to configure the Layer 2 
network, see the documentation of Siemens.

Licensing

The licensing mechanism for MVTec MERLIC on Edge is based on the Industrial Edge Licensing Service of 
Siemens. Therefore, the license is determined by the selected subscription model when downloading the 
application.

3.4 Tested devices
MVTec MERLIC on Edge has been tested with following Industrial Edge Devices:

 l SIMATIC IPC227E Industrial Edge Device

 l SIMATIC IPC427E Industrial Edge Device

 l SIMATIC IPC BX-59A Industrial Edge Device
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4 Setting up custom applications

To use your own MERLIC application on the Industrial Edge Device, you have to perform some configuration 
steps as depicted in the figure below. For more information on each step, see the respective descriptions in the 
following sections.

     Create MVApp and recipe          creates and deploys        
files for the vision 
       

application

            
       Engineer:                   Operator:     

       controls execution of        
MERLIC applications 
       

on the Edge device

     

     Configure image source        Import recipes   

     Connect remote Frontend        Run application   

     Transfer data to Industrial Edge Device   

     Configuration on Industrial Edge Device   

     Set up communication plugin   

Figure 4.1 Overview of setup steps for custom MERLIC applications

4.1 Creating the MVApp and recipes
Component: MERLIC Creator

First, you have to create a MERLIC Vision App (MVApp) for the desired image processing task using MERLIC 
Creator on a client PC.

In addition, you have to create at least one MERLIC recipe for the MVApp. This is required to integrate the MVApp 
in MERLIC RTE. Make sure to specify the desired MVApp parameters and MVApp results for MERLIC RTE 
before creating the recipe, especially if you want to query specific results or change specific tool parameters in 
MERLIC RTE mode.

For more information on creating MVApps and recipe files, see the MERLIC manual.

4.2 Transferring the MVApp and recipes
Component: File browser of MVTec MERLIC on Edge

If you created the MVApp and the recipes, you have to transfer the files to the Industrial Edge Device:

 1. Connect to the Industrial Edge Device via the Siemens Industrial Edge Management and go to the 
overview of installed apps.
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 2. Click on the MVTec MERLIC on Edge app. This opens the integrated file browser in a new tab.

Figure 4.2 Open the integrated file browser

 3. Move the MVApp and recipes files via drag & drop from the client PC to the file browser on the Industrial 
Edge Device. In the following example image, the files are moved to the root folder of the app.

Figure 4.3 Transfer data to the Industrial Edge Device
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 4. Optionally, create a new folder and move the files to the new folder.

Figure 4.4 Example of custom folder

If the MVApp requires any external files, for example, deep learning models, you also have to 
transfer these files to the Industrial Edge Device.

4.3 Configuring the image source for the Industrial Edge Device
Component: Remote MERLIC RTE Setup 

Before using your MVApp and recipes via MERLIC RTE on the Industrial Edge Device, you have to make sure the 
image source is configured for the execution of the MVApp on the Industrial Edge Device.

The default image source configuration that is provided with MVTec MERLIC on Edge is initially configured for 
the provided example files. To configure new image sources or modify existing image sources on the Industrial 
Edge Device, you can use the MERLIC RTE Setup and connect it to the Industrial Edge Device for remote 
configuration.

4.3.1 Prerequisites
 l Make sure the camera device is connected to the Industrial Edge Device.

 l If you want to use images from file, make sure to copy the files to the file browser of the MVTec 
MERLIC on Edge app.

Make sure that MERLIC RTE is in one of the following states: Initialized or Preoperational, for example, 
via the REST communication plugin and its built-in web app. Otherwise the configuration on the "Image 
Sources" tab of the MERLIC RTE Setup is not available.
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4.3.2 Configuring the image source

 1. On the client PC, start MERLIC RTE Setup.

 2. Connect to the Industrial Edge Device via the "Select system" dialog. If you connect for the first time, you 
have to enter the IP address of the Industrial Edge Device manually. If it was connected before, the IP 
address might be available in the drop-down menu.

Figure 4.5 Connect MERLIC RTE Setup to Industrial Edge Device

 3. Go to the "Image Sources" tab and adjust the configuration. You can add a new image source 
configuration or extend the provided "default" configuration.
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 4. If you are using a camera device, you can select the device from the drop-down list. If you want to use 
images from file, you have to enter the file path to the respective directory manually. You can look up the 
file path in the file browser of the MVTec MERLIC on Edge app and copy the path from the respective 
URL. The path must be given relative to the source folder /files/, for example, "/files/Images/".

You have to ensure that the name of the image source corresponds to the image source name used 
in the "Image Source" tool of the MVApp.

Figure 4.6 Configuration of image source name

 5. Set the respective image source configuration as RTE startup configuration.

Figure 4.7 RTE startup configuration

For more information on configuring image sources, see MERLIC Image Source Manager (ISM) in the MERLIC 
manual.
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4.4 Importing the recipes via the INI file
Component: File browser of MVTec MERLIC on Edge

To use MERLIC recipes and the respective MVApps with MERLIC RTE on the Industrial Edge Device, the recipes 
must be imported manually as follows:

 1. Connect to the Industrial Edge Device via the Siemens Industrial Edge Management and go to the 
overview of installed apps.

 2. Click on the MVTec MERLIC on Edge app. This opens the integrated file browser in a new tab.

 3. Open the INI configuration file "merlic_rte.ini" via a double-click. The file will be opened in the file 
browser.

Figure 4.8 Default INI configuration file

 4. For each recipe, add a new entry to the section [ProcessIntegration] with the following structure: 

Recipe<ID>=<Path_to_Recipe>/<Filename>.mrcp

The "ID" represents the unique recipe ID which is used to identify the respective recipe in MERLIC RTE 
mode, for example, to change a recipe. The path must be given relative to the source folder /files/. If 
you want to import multiple recipes, you have to define a unique ID for each recipe. Make sure to use 
forward slashes / for file paths in the INI file.

In the example configuration below, the provided example recipes have been removed and a new recipe 
has been defined instead.
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Figure 4.9 Recipe configuration in INI file

 5. Optionally, change the setting for the default recipe in "DefaultRecipe" if you defined multiple recipe 
files.

 6. Save your changes.

 7. Restart the MVTec MERLIC on Edge app to adopt the changes in the INI file.

The port settings for the image source configuration and the plugin configuration should be used as 
specified in the default setting. It is not advised to changes these settings.

4.5 Setting up the communication plugin
Components: Remote MERLIC RTE Setup + communication plugin

You also need to set up the communication device for the MERLIC RTE mode, that is, the plugin for the 
communication with a machine controller such as a programmable logic controller (PLC). You can use any 
communication plugin provided by MERLIC to control the execution.

While setting up your MERLIC application on the Industrial Edge Device, you can use the REST plugin and the 
built-in REST web app for testing purposes; just as described for our example application in section Running the 
example application. However, for the final setup, you have to configure the desired communication plugin as 
required for your application and PLC.

 1. On the client PC, start MERLIC RTE Setup and connect to the Industrial Edge Device via the "Select 
System" dialog.
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 2. On the "Communication" tab, add the communication plugin you want to use and configure the plugin as 
required for your application and PLC.

 3. Start the communication plugin.

For more information on the available communication plugins and the respective configuration options, see 
Communication Plugins in the MERLIC manual.

Depending on the used communication plugin, make sure to set up and configure the communication 
between MERLIC and the PLC.

4.6 Connecting a MERLIC Frontend
Component: Remote MERLIC Frontend

To monitor the MVApp execution in the MERLIC Frontend, you can use any client PC with an installed MERLIC 
Frontend and connect to the Industrial Edge Device.

You can connect the Frontend via the graphical user interface or via the command prompt. In the following, we 
demonstrate how to establish the connection via the graphical user interface. This option is only available if the 
menu bar of the MERLIC Frontend is activated.

 1. Start a MERLIC Frontend on the client PC.

 2. Open the Frontend menu entry "Access" and select "Connect to server...". Alternatively, click on the button 
on the right of the Frontend menu.

Figure 4.10 Connect through the Frontend menu bar
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 3. Select the hostname or IP address of the Industrial Edge Device and optionally the desired TCP/IP port. 
Open the drop-down menu and check if the desired system is provided in the list. It also lists servers on the 
network on which MERLIC RTE is currently running. If the Industrial Edge Device you want to connect to is 
not listed, you have to manually enter the hostname or the IP address of the Industrial Edge Device.

 

Figure 4.11 Select the IP address of the Industrial Edge Device

For more information, see Connecting the MERLIC Frontend to a Remote Server in the MERLIC manual.

4.7 Running the application
Components: MVTec MERLIC on Edge + communication plugin + MERLIC Frontend

If you set up all relevant components, you can start running your application on your Industrial Edge Device.

 1. Make sure MVTec MERLIC on Edge, and thus MERLIC RTE, is running on your Industrial Edge Device.

 2. Make sure the communication plugin is running (via the remote MERLIC RTE Setup).

 3. Start running and controlling the application via the respective commands provided by the used 
communication plugin. In the MERLIC Frontend, you can now monitor the execution of the loaded MVApp.
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The MERLIC RTE mode provided by MVTec MERLIC on Edge is identical to the MERLIC RTE mode provided 
for on regular MERLIC installation on a PC. The state machine is the same and thus the available states, 
commands, and transitions.

For more information on MERLIC's runtime environment mode, see MERLIC Runtime Environment in the 
MERLIC manual.

4.8 Workflow for deep-learning-based applications
With MERLIC, you can solve many image processing tasks using deep-learning-based methods such as object 
detection or anomaly detection.

For these type of vision applications, the MVTec Deep Learning Tool (DLT) comes into play and can be 
seamlessy combined with MERLIC for the creation of the vision application. The following figure illustrates the 
workflow between MERLIC and DLT.

    Image
Acquisition

Preprocessing Management
 & Labeling

    Training
& Evaluation

 Integration
& Inference

Figure 4.12 Combination of MERLIC and Deep Learning Tool 

MERLIC is used to create the application that solves the actual image processing task, such as finding and 
checking specific objects. DLT is used to prepare the image data and to train the deep learning model for your 
image processing task. The trained deep learning model can then be integrated in MERLIC for the vision 
application. In case any updates are required, the deep learning model can be further optimized in DLT and re-
integrated in MERLIC. For more information on MERLIC tools using deep learning models, see Deep Learning - 
AI in the MERLIC manual.

- 19 - © 2026 MVTec Software GmbH - All rights reserved

https://www.mvtec.com/doc/merlic/26.03/manual/en-us/Content/RTE/merlic_rte.html
https://www.mvtec.com/doc/merlic/26.03/manual/en-us/Content/Tool_reference/Processing/Deep_learning_ai/deep_learning.html
https://www.mvtec.com/doc/merlic/26.03/manual/en-us/Content/Tool_reference/Processing/Deep_learning_ai/deep_learning.html


5 Example application - identification

MVTec MERLIC on Edge can be used in many industries and for a wide range of technical tasks in production 
environments, such as identification, measurements, object detection, and quality control.

A typical task for identification is shown in the example application provided with MVTec MERLIC on Edge: 
detecting and reading barcodes on packaging, for example, for tracking parcels in logistics. 

The example application consists of a MERLIC Vision App and multiple recipes files, which are automatically 
installed and provided with MVTec MERLIC on Edge. You can use these example files to test how to run an 
MVApp on an Industrial Edge Device and how to use the recipe files to change to a different setup.

Example MVApp

The provided example MVApp "read_barcode.mvapp" is a simple MVApp that uses the MERLIC tool "Read Bar 
Code" to find and read multiple barcodes in images from file. The input images each show four barcodes in 
different lines. All of these barcodes are read and the decoded data is then transmitted to an "Evaluate 
Expression" tool, where a tool parameter ("Read_Line") defines, which of the decoded barcodes is returned as a 
result and shown in the MERLIC Frontend.

The "Read_Line" parameter of the "Evaluate Expression" tool is defined as MVApp parameter, which means that 
it serves as iteration parameter for the MERLIC RTE mode: The parameter value can therefore be overwritten via 
the provided example MERLIC recipes or by a communication plugin. Additionally, the result of the "Evaluate 
Expression" tool is defined as MVApp result, which means that it is accessible for external communication sources 
such as programmable logic controllers (PLCs). 

Example MERLIC recipes

The example MVApp comes with four different MERLIC recipes:

 l read_barcode_recipe1.mrcp

 l read_barcode_recipe2.mrcp

 l read_barcode_recipe3.mrcp

 l read_barcode_recipe4.mrcp

The recipes define which of the barcodes is selected to be shown in the MERLIC Frontend. 

When running the example application in MVTec MERLIC on Edge, the operator may use the recipes to select 
which barcode should be read. The recipe "read_barcode_recipe1.mrcp" is configured to return the decoded data 
of the first barcode. The recipe "read_barcode_recipe2.mrcp" returns that decoded data of the second barcode, 
and so on.

Required INI configuration

To run the example application, the paths to the example recipe files must be included in the [ProcessIntegration] 
section of the MERLIC INI configuration file "merlic_rte.ini".

The initial configuration after installation already includes the example recipes. If the configuration in the INI file 
has changed after the installation, you may need to check and update the configuration for the examples. In the 
following, you can see the required settings for the [ProcessIntegration] section of the INI file.
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...

[ProcessIntegration]

Recipe0=/files/read_barcode_recipe1.mrcp

Recipe1=/files/read_barcode_recipe2.mrcp

Recipe2=/files/read_barcode_recipe3.mrcp

Recipe3=/files/read_barcode_recipe4.mrcp

DefaultRecipe=0

RTEStartupISMConfiguration=default

...

5.1 Running the example application
The following step-by-step instruction shows a typical process of how to run the example application. You can use 
any MERLIC communication plugin to control the execution. However, in this guide, we will use the REST plugin 
because it requires no additional hardware and comes with a built-in web app that allows to control and monitor 
the state and execution via a graphical user interface. 

 1. Connect Industrial Edge Device

Connect to the Industrial Edge Device via the Siemens Industrial Edge Management and make sure that 
the MVTec MERLIC on Edge app is running.

 2. Check INI configuration

Open the INI file "merlic_rte.ini" and check the configuration in section [ProcessIntegration]. It 
must include the relative paths to the example recipes, the default recipe, and the ISM startup 
configuration, as shown in section Required INI configuration.

Keep in mind to restart the MVTec MERLIC on Edge app if you changed the configuration in the INI file.

 3. Start MERLIC Frontend 

On the client PC, start a MERLIC Frontend and connect the Industrial Edge Device as described in section 
Connecting a MERLIC Frontend.

 4. Open the built-in REST web app

Open a web browser and enter the URL "http://<HOST_IP>:8040/apps/states" to start the 
built-in web app of the REST plugin.

If the built-in web app is not available, the REST plugin might have been stopped or a different port 
might be set. In this case, check the plugin configuration as follows:

On the client PC, start the MERLIC RTE Setup, connect to the Industrial Edge Device device via the 
"Select System" dialog, and check the plugin configuration on the "Communication" tab:

 l Ensure that an instance of the REST plugin is running.

 l Check the port setting. If a different port is set, you have to adjust the URL accordingly.

 l Check that the IP address in the plugin configuration is set accordingly, for example, to "::", 
to listen for connections on all IP addresses.
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 5. Start the execution

 In the built-in REST web app, you can see an interactive, graphical representation of MERLIC RTE state 
machine. When starting the application, MERLIC should be in "Ready" state as shown in the image below. 
The web app allows monitoring the current state and controlling the application.

To trigger the execution of the example MVApp, click on "SingleExecution" or "ContinuousExecution". 
If you triggered a continuous execution, you can easily stop the execution with a click on the "Ready" state.

In the example image below, the example recipe "read_barcode_recipe1.mrcp" is prepared. Therefore, 
the first barcode will be selected and returned in the MERLIC Frontend when executing the application.

Figure 5.1 Built-in web interface of the REST plugin
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 6. Monitor the execution

In the MERLIC Frontend, you can now monitor the execution of the MVApp. The image highlights all 
barcodes that were found but only the barcode determined by the currently prepared recipe file will be 
returned.

In the example image below, the "Requested Line" indicates that the decoded data of the first barcode is 
selected and returned. If you want to read a different barcode, switch to the respective recipe file as 
described in the next step.

 

Figure 5.2 MERLIC Frontend of example application

- 23 - © 2026 MVTec Software GmbH - All rights reserved



 7. Selecting a different barcode

The example application is configured to return the information for only one barcode to reflect the typical 
scenario where a specific code needs to be checked at a specific identification or tracking step.

To inspect one of the other barcodes, you have to switch to a different MERLIC recipe. This is done by 
"preparing" the respective MERLIC recipe that is configured to read the desired barcode.

In the built-in REST web app, you can switch to a different recipe via mouse click. Click on "Ready" to see 
the list of recipe files, you can select. The web app will list only the recipe files that are included in the 
MERLIC INI file because only these recipes are available for MERLIC RTE. 

Figure 5.3 Selecting a different barcode for reading by changing the recipe

For example, to read the third barcode, select the example recipe "read_barcode_recipe3.mrcp". As soon 
as the recipe has been prepared, the MVApp is loaded with the new parameter value that returns the third 
barcode. In the web app, you can see that MERLIC returns to the "Ready" state, which means that you can 
trigger the execution. The MERLIC Frontend, will now show the data of the third barcode.
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Figure 5.4 MERLIC Frontend of example application for reading the third barcode

- 25 - © 2026 MVTec Software GmbH - All rights reserved



6 Logging

You can find the MERLIC RTE log files of the MVTec MERLIC on Edge app in the integrated file browser of the 
app. They are written to the "Logs" directory by default.

The logging mechanism and options of MERLIC RTE provided with MVTec MERLIC on Edge are the same as for 
the MERLIC RTE component of a regular MERLIC installation on a client PC. This means that a new log file is 
created when MVTec MERLIC on Edge and thus, MERLIC RTE, is restarted on the Industrial Edge Device. 
Furthermore, you also have the same configuration options for the logging. 

For more information, see the respective sections in Logging and The MERLIC INI File in the MERLIC manual.
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7 Tips and tricks

7.1 Port settings
In general, the ports from the hardware demand sheet of the Industrial Edge Device must be available.

MVTec MERLIC on Edge uses the following ports by default:

Port Used for

8040 Communication via the REST plugin

8501 MERLIC file browser

9090 Connection of the remote MERLIC Frontend

9650 - 9654 MERLIC process (Directory Agent) that coordinates the availability of the 
configuration services on the Industrial Edge Device

10123 - 10125 Configuration services of the Image Source Manager (ISM)

10126 - 10128 Configuration services of communication plugins

22352 CodeMeter, MERLIC's licensing software

48010 Communication via the OPC UA plugin

57786 Connection to the HDevelop debug server

65432 Communication via the action-sender plugin

65433 TCP Socket plugin

Table 7.1 Overview of used ports

Ports outside the specified ranges cannot be used!

We recommend using the specified default ports. It is not advised to change the port settings because you 
can use only ports listed above and you have to make sure that the desired port number is not used for any 
other component.
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7.2 Mandatory INI settings
When changing the configuration in the INI file to your application, you have to keep in mind that some settings are 
required for running MERLIC RTE on the Industrial Edge Device. These settings must not be deleted.

IniVersion

[General]

IniVersion=4

This INI setting is required to verify valid keys and values supported for the current MERLIC version.

ImageSourceConfigurationPorts

[General]

ImageSourceConfigurationPorts = "10123;10124;10125"

This INI setting is required to enable the remote configuration of the image source connected to the Industrial 
Edge Device.

PluginConfigurationPorts

[Communicator]

PluginConfigurationPorts="10126;10127;10128"

This INI setting is required to enable the remote configuration of the communication plugin such as REST used for 
the communication wth the PLC.

Logging settings

[Logging]

LogFilePath=/files/Logs/

LogFileSizeInBytes=5242880

These INI settings are required to make sure the log files are stored in a location where they can be accessed via 
the file browser of the MVTec MERLIC on Edge app.

For more information on available INI settings, see The MERLIC INI File in the MERLIC manual.

7.3 Current state of MVTec MERLIC on Edge
In some cases, MERLIC RTE might already have been stopped even when the current state of the MVTec 
MERLIC on Edge app shows that the app is currently running.

If you encounter problems that the MERLIC application cannot be started although all files are correctly configured 
and the current state of the app indicates that it is running, you can check the MERLIC RTE log file. If MERLIC 
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RTE is was stopped, you will find the respective information in the log file. In this case, restart the app to trigger a 
restart of MERLIC RTE on the Industrial Edge Device.

7.4 Available RAM
For the installation of MVTec MERLIC on Edge, at least 5 GB RAM are required on the Industrial Edge Device.

For the execution of MVTec MERLIC on Edge up to 5.5 GB RAM can be used. If more RAM is used while the app 
is running, the app is stopped automatically by the Siemens Industrial Edge Management. Ensure that the 
execution of the MVApp requires only up to 5.5 GB RAM, for example, by testing the RAM consumption during the 
execution on the client PC.

Without further configurations on the Industrial Edge Device, EdgeApps can only be installed if the amount of 
reserved ram of all Apps does not exceed the installed ram. It is not the ram needed during runtime. But if an app 
allocates more ram, it will be killed.

7.5 Troubleshooting
When working with MVTec MERLIC on Edge, some general problems might occur that can be solved with minimal 
effort. You can check the following sections if you can find help for your problem.

If the problem still persists, please do not hesitate to contact our sales partner in your region.

INI changes are not applied
If you changed the configuration in the MERLIC INI file and the changes seem to have no effect, try to restart 
MVTec MERLIC on Edge. The configuration of the INI file is only read on startup of MERLIC RTE.

Possible solution:

Restart the MVTec MERLIC on Edge app.
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MVTec MERLIC on Edge app cannot be started 
If the MVTec MERLIC on Edge app cannot be started and you cannot find any information in the MERLIC log files, 
a possible problem could be a wrong syntax in the MERLIC INI file.

When you cannot find any information in the MERLIC log files, you can download and check the log files of the 
Edge app:

 

Possible solution:

Open the INI file in the file browser and check the contents for correct syntax such as correct brackets.

Wrong spelling or the configuration of an unknown setting has no affect on the startup of the app. Therefore, it is 
sufficient to check for syntactical errors only.
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Intermittent issues with camera and web interface

If your camera device sometimes does not work as expected and the browser sometimes does not show the web 
interface, check the Ethernet connection settins of your Edge device. These problems typically occur when the 
same IP address is configured for the static and Layer 2 network.

Possible solution:

 1. Open the Ethernect connection settings via "Settings > Connectivity > LAN Network".

 2. Open the Layer 2 network settings.
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 3. Check the IP addresses for the static and the Layer 2 network. The IP addresses must not be the same. 
Make sure to use different IP addresses.
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